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Serial Conmmand Link Distribution Card for the ADF system

D. Cal vet, CEA Sacl ay

1/ Introduction

The Serial Command Link Distribution Card (SCLD) is a board to be used in the
upgrade of the DO L1 Calorimeter Trigger at Run IIb. It provides the interface
between the central distribution network for clock and tining signals in DO
called the "Serial Command Link" (SCL) [1], and the ADF system[2]. The main
functions of the SCLD are the foll ow ng:

(a). Receive fromthe SCL and distribute to the ADF systemthe DO beam crossing
clock with a phase that ensures the correct synchronization of the whol e ADF
system

(b). Receive fromthe SCL and distribute to the ADF system various signals:
geographic section initialization, L1 accepts, beam crossing counter narker..
(c). Receive fromthe ADF system status and error signals, conbine these and
send them over the SCL to the DO Trigger Control Conputer;

(d). Receive fromone ADF board (or a subset of ADF boards) intra-ADF contro
signals, conmbine and distribute themin a synchronous way to all ADF boards.

The SCLD board is made in 6U VME nmechanical format. It uses only the +5V supply
fromthe backpl ane and does not interact with VME signals. The board does not
need to be configured or nonitored at run tine. FPGA firmvare is | oaded upon
power -up. The few adjustable paraneters of the board are stored in a flash
menory that can be reprogramed via JTAG

2/ Functions of the card

2.1/ dobal ADF system synchronization

The whol e ADF systemis synchronized with the DO experinment by the 7.57 Miz beam
crossing clock. The ADF system has to guarantee that the digital val ues output
every BC period for the 2560 cal orineter channels correspond exactly to the same
beam crossing period. To achieve this, propagation delays for all anal og signals
and ADC sampling clocks rmust be equalized. The cables carrying the anal og
signal s cannot be perfectly matched. The spread in tine for the "earliest" tower
conmpared to the "latest"” one is ~80 ns. For the distribution of the clock
signal, no delay conpensation is nade between ADFs card or within the different
channel s on each ADF card. The delay path skew fromthe SCLD to the cl ock input
of any ADC on any ADF board is expected to be ~2 ns (time propagation on 1:2

I ength of the VME backpl ane + skew for the channels on the same ADF board). The
maxi mum static spread in tinme between any two channels is expected to be |ess
than ~82 ns. Sonme additional jitter (especially on the analog signals) wll

i ncrease the spread, but it is anticipated that the peak-to-peak value will be

|l ess than a BC period (132 ns). This is mandatory to guarantee that the

assi gnnent of energy val ues conputed by the ADF to each beam crossing can be
made in a non-anbi guous way. For the ADF system a beamcrossing starts on the
ri sing edge of the BC clock and ends on the next rising edge. In that interva

of time, it is expected that all channels for that beam crossing have been

sampl ed. The signal of the "earliest" tower and that of the "latest" tower for
the current beam crossing nust be located in the same 132 ns tine w ndow. The
adjustnent is nade by a static delay applied to the BC clock received over the
SCL before distributing it to the ADF system The phase shift range shall be 0
to 132 ns, in steps of ~4ns or |ess.

2.2/ SCL signal distribution

Asynchronous signhals can be sent to the ADF system over VME. Synchronous (to the
BC cl ock) signals are delivered by the SCL. The synchronous SCL signals of
interest for the ADF system are the foll ow ng:

- the 7.57 MHz BC clock with a calibrated phase (see above)

- L1 trigger accepts. These are used by the ADF to initiate the transm ssion of



raw ADC data to the TAB, or to freeze the content of history buffers in the ADF
to nonitor the operation of digital filters.

- one or several L1 qualifier bits. These are use to distinguish between L1
accepts that do not cause history buffers to freeze and L1 accepts for
monitoring that will cause recording in history buffers to stop. It has not yet
been deci ded yet which of the qualifier bit anong the 16 delivered by the SCL
will be used.

- The first period marker. This marker indicates that the current beam crossing
is the first one in the current turn (159 crossings per turn). The ADF system
keeps track of beam crossing nunbers. The |ocal value in each ADF board is sent
for each beamcrossing to the TAB. Checking that all the received beam crossing
counts are equal allows to detect synchronization errors

The asynchronous SCL signal "initialization request” is also delivered to the
ADF system Both the SCLD and the ADF system shall performsone initialization
and return an initialization acknow edge to the SCL.

2.3/ ADF control/error signal concentration and forwarding to the SCL

Each ADF card can assert a busy signal (SCLIF_BUSY B OUT), an error signa
(SCLIF_ERR B QUT) and an init acknow edge signal. Busy and error signals are OR
wired at the level of each ADF crate. These signals are then OR-ed by the SCLD
and sent back to the SCL. Init acknow edge signals are AND-ed before being
forwarded to the SCL. The SCLD shall be able to drive any of the status |line of
the SCL. Although a nunmber of SCL signals are not used by the ADF system at
present, sonme of them should be connected to the SCLD for |ater inprovenents.

2.4/ Intra-ADF signals conbination and synchronous fanout

Several signals can be produced by one or several ADF boards and have to be
distributed in a synchronous way to all ADF boards. The SCLD is used for that
pur pose. Each ADF card can assert a self trigger signal (SCLIF_STRI G B) whenever
the ADC i nput of any channel exceeds a progranmable threshold. This signal is
OR-wired at the level of each ADF board and crate and sent to the SCLD. The SCLD
makes the OR of these signals and sends the output to all ADF boards
synchronously. The self trigger signal can be used to freeze the content of
history buffers in the ADF to take a full snapshot of the current state of the
system Any of the ADF cards attached to the SCLD can al so generate a "software
L1 trigger"” upon wite over VME to a particular register. Software generated L1
triggers are received by the SCLD and bounced-back to all ADF cards
synchronously. These L1 triggers are equivalent to DO level 1 trigger accepts.
They are used to test the ADF system independently of the DO Framework. Wen
history buffers in each ADF board have been frozen (e.g. following a L1 accept
with nmonitoring request) they can be read-out over VME. To resune recording, a
synchronous conmmand has to be issued to the ADF system This is acconplished in
the sane way as distributing L1 software triggers.

3/ Design and inplenentation constraints for the SCLD

The SCLD is a 6U card that plugs in a standard VME crate. The board does not
have a VME interface and shall use only the +5V power supply. The SCLD receives
a SCL Receiver mezzanine card and can be attached to up to 5 ADF crates using 8-
pair differential cables with 2 nmhard netric connectors (sinilar to the
cables used to link the ADFs to the TABs). LVDS signalling is used. The SCLD
has one port that enul ates the connection to an ADF crate. This is used to test
the SCLD i n standal one node with a | oop-back cable. The preferred connectors on
the front panel to connect cables are 55-pin right angled nmale 2 mm hard netric
types (AMP 106012-1 or equivalent). Each connector acconodates 2 connections to
ADF crates. There shall be 3 connectors of this type on the front panel: 5 ports
for cables to ADF crates + 1 port for |oop-back test. An LED is placed next to
each port to indicate cable detection. An additional visual indicator nmay be

pl aced. Ot her elenents on the front panel include at |east a power-supply

i ndi cator, a RESET and an INI T push button, a JTAG connector (the pinout should
allowa Xilinx Cable IV to be directly attached). Al the logic of the SCLD is
impl ementented in a single Xilinx Virtex Il FPGA. The recommended target is
XC2V500 FGA56-4C al though a smaller device would be sufficient. This choice is
made to reduce the diversity of conmponents used in the ADF system The firmare
shal | be downl oadabl e over JTAG during devel opnent and stored in a flash seria
PROM f or production. That PROM should be re-progranmmabl e over JTAG Programmabl e



paraneters are also to be stored in an external serial PROM MNbdel XC18V04 for
both PROVMs is recommended. Because Virtex Il devices do not have 5V conpatible
I/O pins, translation to 3V3 to interface to the SCL Receiver nmezzanine card is
suggested. A PLL for BC clock nultiplication should be included on the SCLD
board (possibly to generate a BCx4, or BCx8 or BCx16 clock). The SCLD shall al so
include a 100 MHz local oscilllator (to provide a reference clock or to allow
operation w thout the SCL Receiver nezzanine card). Virtex Il devices need 3.3 V
and 1.5 V power supplies. These shall be derived fromthe 5V available on the
VME backpl ane using (preferably) |ow droupout voltage regulators. A logic

anal yzer or external circuitry can be connected to the SCLD on a debug I/0O port
(3V3 I ow vol tage CMOS st andard).

3/ Reduced version of the SCLD

Due to devel opment schedul e constraints, a reduced version of the SCLD has been
devel opped prior to the design of the full 6U card. The reduced version has the
full functionality of the final SCLD but can be connected only to 1 ADF crate.
The reduced SCLD is a nezzanine card that accepts an SCL Receiver nezzani ne card
on the top and that plugs on a Virtex Il evaluation kit from Menec [4]. The
evaluation kit includes a 1M gate Virtex Il device, a JTAG configuration PROV
power supplies and de-coupling, push buttons and LEDs... The reduced version of
the SCLD is therefore very sinple and could be devel opped very quickly: it

i ncludes only 5V to 3V3 buffers for SCL signals, a JTAG PROMto store
application specific paraneters, a PLL for clock multiplication and various
connectors. Schematics and photos of the card can be found in [3].

6/ SCLD to ADF Iink

Conmruni cati on between the ADF system and the SCLD card is done over 8-pair 2mm
hard nmetric cables using LVDS. Information is flow ng both downstream fromthe
SCLD to the ADF and upstreamfromthe ADF to the SCLD. Because the nunber of
signals to transport for each beam crossi ng exceeds the number of wires
available, 2 pairs of wires carry frames of 8 bits. The pair carrying the BC

cl ock operates at 7.57 MHz, while the 2 pairs carrying the tine nultiplexed
commands operate each at ~60 Mips. This is far bel ow the capability of LVDS
I/Os on Virtex Il devices and direct end-to-end FPGA pin connection is used.
To detect cable insertion at both ends, a pair is split in two independant
wires. On the SCLD side, the SCLD senses SCLD CABLE REM B to detect the presense
of the renote ADF card (low neans board present). The SCLD has SCLD CABLE LOC B
hardwired to a low level to signal its presense. On the ADF side, the role of
the 2 pins is symetric. The ADF senses SCLIF_CABLE REM B to detect a renote
SCLD card and it asserts low SCLIF_CABLE LOC B to signal its presense (this
signal is not hardwired but driven by the logic).

Cabl e pair usage is the follow ng:

SCLD side Signal Direction ADF si de Signal Usage

SCLD CABLE LOC B SCLD->ADF SCLIF_CABLE REM B Cabl e detection on ADF side
SCLD CABLE_REM B ADF->SCLD SCLIF_CABLE_LOC B Cabl e detection on SCLD side
SCLF_CLK7_P SCLD- >ADF SCLI F_CLK7_P Master BC clock for the ADFs
SCLF_CLK7_N SCLD- >ADF  SCLI F_CLK7_N

SCLF CMDD QUT P  SCLD->ADF SCLIF CVMDD IN P Conmands from SCLD to ADFs
SCLF CMDD OQUT_N  SCLD->ADF SCLIF CvDD IN_N

SCLF_CVDU I N_ ADF->SCLD SCLIF_CvDU QUT_P Commands/ status from ADFs to
SCLF_CMDU_I N_ ADF- >SCLD  SCLI F_CVDU_QOUT_N SCLD

SCLF_BUSY B _ ADF->SCLD SCLIF BUSY B QUT_ P Status line from ADF' s
SCLF_BUSY B_ ADF->SCLD  SCLI F_BUSY_B_OUT N

SCLF_STRI G_ ADF->SCLD SCLIF_STRIGB P Self-trigger line from ADF;
SCLF_STRI G_ ADF->SCLD SCLIF_STRIG B N

SCLF_ERR B | ADF->SCLD SCLIF_ERR B OQUT_P* Status line for ADFs to
SCLF_ERR B_| ADF->SCLD  SCLIF_ERR B_OUT_N* signal errors

SCLF_SPARE QUT_P* SCLD->ADF  SCLI F_SPARE | N P* Spare |line



SCLF_SPARE OUT_N* SCLD->ADF  SCLIF_SPARE I N N

*: because of limitations on the nunber of LVDS |I/GCs on the Virtex-11 eval uation
kit, these pins are not connected on the reduced version of the SCLD. Note al so
that the SCLIF prefixed signals and the SCLD prefixed signals have erroneously
been swapped on the connector of the reduced SCLD. This has no effect because
these pins are unconnected, but nust be corrected for the full version of the
SCLD card

Refer to the information available in [3] for the exact pair nunbering and

| abel i ng scherme. Doubl e check the pinout using the schematics of the ADF as a
reference

7/ Command fornmat and serial conmunication

For each BC period, the SCLD sends an 8-bit comuand "downstream' to the ADF
systemusing the CMDD lines. Sinmilarly the ADF sends an 8-bit conmand
"upstream’ to the SCLD on CMDU lines. Bit usage is given bel ow

bit 0: Init Request (DO framework Geographical Section Init)
bit 1. Resume Recording, nade by 1 ADF to be fanout to all ADF's
bit 2: L1 accept generated by software, made by 1 ADF, to be fanout to all ADFs
bit 3: L1 self trigger, nmade by any ADF, to be fanout to all ADF s
bit 4: L1 accept with nonitoring, made by DO framework
bit 5: L1 accept (nonitoring not requested), made by DO framework
bit 6: BX marker, made by DO framework, indicates first BCin a turn
7

spare

bit 0: Init Acknow edge - returned by the ADF followi ng Init Request

bit 1: Resunme Recording - resume recording of data in history buffers

bit 2: Software L1 trigger - L1 accept generated by the ADF control software
bit 3: unused

bit 4: unused

bit 5: unused

bit 6: unused

bit 7: unused

At the receiver side, the LSB of each command is assuned to be present on the
rising edge of the BC clock. The next bit is placed 1:8th of a BC period | ater.
De-serialization is a bit conplex and is different on the ADF and SCLD side. On
the ADF side, the command sent downstreamis received by FPGA#0 on the ADF board
connected to the SCLD. Sinmilarly the master BC clock is received by the sane
FPGA. However, the BC cl ock nust be distributed to all ADF boards within the
crate before it is used by the logic of the ADF. The fanout to the VME

backpl ane, distribution to each FPGA and cl ock multiplication by 8 introduces a
delay with respect to the streans received over LVDS. Because the nultiplied
version of the delayed BC clock is used to de-serialize the command coning from
the SCLD, this bit stream should be del ayed to conpensate for the shift. It is
expected that this delay is made by the SCLD, i.e. the SCLD will shift the LSB
of the current conmand sone anmount of tine after the rising of the BC clock so
that the recovered BC clock is phase aligned with the LSB of the command at the
ADF side. De-serializing the coormand sent upstream by the ADF requires the SCLD
to performthe same type of phase alignnent. The SCLD uses its own |ocal BC
clock to de-serialize CMDU. The phase shift depends on the propagation time
through the cable that links the SCLD to the ADF as well as the delay introduced
by the clock fanout circuitry within the ADF crate.

So not only the phase of the BC clock supplied to the ADF with respect to the BC
cl ock supplied by the SCL Receiver nezzani ne needs to be adjusted, but also the
rel ati ve phase between the BC clock supplied to the ADF and the bit streans
goi ng upstream and downstream Note that tuning the delay parameters nust be not
be inter-dependant operations: when proper de-serialization is achieved at both



ends, the phase of the BC clock at the level of the ADF wr.t to the BC cl ock
given by the SCL shall be adjusted without affecting the operation of the seria
communi cati ons between the SCLD and the ADF system Assum ng that the SCLD can
operate with a BC clock of up to 7.8125 MHz (i.e. 128 ns period), the duration
of each bit on the serial link is 16 ns. Phase adjustenent by steps of 4 ns
seenms adequat e.

8/ SCLD |l ogi ¢ and cl ocki ng scheme

The operations perforned by the SCLD are rather sinple but require to introduce
calibrated delays. Instead of using programmabl e external delay lines, the idea
is torun the SCLD FPGA logic at a fast rate, and enulate delay lines in |logic.
Running at BC x 16 and having the possibility to clock data on the rising or
falling edge of the clock |eads to phase adjustnent in 4 ns increnents. The SCLD
generates internally a BC clock x 16 (121.12 MHz noninal, 100 MHz in standal one
debug node) using a Digital Cock Manager (DCM in the FPGA. On the reduced
version of the SCLD, this clock is generated froma BC x 4 input clock (30.28
MHz nomi nal, 25 MHz in standal one debug) made by an external zero-delay PLL (CY
2308-3) fromthe 7.57 MHz (6.25 MHz in debug node) BC clock. A second DCMis

al so used internally to make a shifted version of the BC x 16 cl ock. Phase shift
is programmable in steps of 1:256th of period (i.e. ~30 ps). This feature for
fine tuning of the phase may or nay not be used. Although the operation of DCMs
is rather stable wth the reduced version of the SCLD, it would be preferable
on the full SCLD to have the possibility to generate the BC x 16 clock with an
external zero-delay PLL and avoid conpletely the use of DCMs. Nonethel ess, the
possibility to use DCMs to generate BC x 16 clock fromthe externally nultiplied
BC clock or fromthe 53 Mz SCL cl ock should be kept.

9/ Del ay val ues, paraneter progranmation and | oading

For each SCLD port, independant del ay val ues can be set for:

- the BC clock sent to the ADF

- the signals going downstream CMDD, SPARE

- the signals going upstream CMDU, BUSY_B, ERR B, STRIG B

Each delay value is a 5 bit nunber in units of 1:32th of the BC period (i.e.
4.125 ns in norrmal operation and 5 ns in standal one tests). The 3 del ay val ues
forma 15 bit word which is prefixed with one bit for convinience (i.e. the
application paraneter is a 16 bit-word per channel). The 5 port SCLD will use 80
bits of configuration data (stored in a 4 Mdit PROM - but can one find snal

devi ces nowadays?).

The format of each 16 bit word is:

bit 15 (MSB) : 0 - unused

bit 14 downto 10: upstream signals del ay

bit 9 downto 5: downstream signals del ay

bit 4 downto O0: clock delay

Afile in MCS format is used to configure the serial PROM over JTAG with Xilinx
i MPACT. Note that bytes are serialized LSB first. In the MCS file, keep in nind
that the bytes at | ower address are placed first. Exanples of configuration
files for the single port SCLD card are:

del ays_u0_dO_cO. nts

del ays_ul_d1 cO. nts

del ays_u2_d2_cO0. nts

del ays_u0_dO_c4. nts

The figure after "u" is the delay for signals going upstream ("d" for signals
goi ng downstream and "c" for the clock signal).

Upon action on the front panel RESET button, the default delay values coded in
the firmvare are used. When the LOAD button is pressed (or possibly when a
Geographic Section initialization request is received), a state machine is
triggered to fetch delay values fromthe external serial PROM

10/ Overview of the firmare

The top level entity to synthetize and download in the FPGA of the SCLD board is
sclf_fpga_r for the reduced version of the SCLD, and sclf_fpga for the ful
version of the board. These entities are just wappers that mainly add I/ O pads
to the sclf entity. The sclf includes all the logic blocks that performthe
functions of the card. For each port of the SCLD, an adfif block is

i nstanciated. The adfif block is the interface to one ADF crate. It includes the
logic to serialize the BC clock and the command goi ng downstreamto the ADF as



well as the logic to de-serialize the command goi ng upstream Delay lines are

i mpl emented with dsrvl entities which are based on 2 variable length shift
registers (clocked on a different edge of the BCx16 clock) followed by a

conmbi natorial nultiplexer. The dsrlv entity introduces a digital delay of 1 to
16.5 clock periods in increments of 0.5 clock period.

O her conponents of the firnmware are:

- clk_gen_try: includes the DCMs to make the BCx16 cl ock. This conmponent may be
nmodi fied if the BCx16 clock is generated externally or if the 53 Mz clock is
used as a reference.

- sprom | oader: state nachine to | oad delay values fromthe external SPROM

- marker: sone logic to generate a synchronization pul se that has a well defined
phase w.r.t. the SCL BC cl ock

- sr_pl_po: a shift register that drives all delay lines configuration pins with
either the default delay values or the delays fetched fromthe external SPROM

- wide_and and wide_or: N inputs AND and OR gates to conbi ne sonme of the logic
signals received fromthe different connections to the ADF system
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